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(h) For affected sources (as defined in 
§ 63.7490) that ceased burning solid 
waste consistent with § 63.7495(e) and 
for which the initial compliance date 
has passed, you must demonstrate 
compliance within 60 days of the effec-
tive date of the waste-to-fuel switch. If 
you have not conducted your compli-
ance demonstration for this subpart 
within the previous 12 months, you 
must complete all compliance dem-
onstrations for this subpart before you 
commence or recommence combustion 
of solid waste. 

(i) For an existing EGU that becomes 
subject after January 31, 2013, you 
must demonstrate compliance within 
180 days after becoming an affected 
source. 

(j) For existing affected sources (as 
defined in § 63.7490) that have not oper-
ated between the effective date of the 
rule and the compliance date that is 
specified for your source in § 63.7495, 
you must complete the initial compli-
ance demonstration, if subject to the 
emission limits in Table 2 to this sub-
part, as specified in paragraphs (a) 
through (d) of this section, no later 
than 180 days after the re-start of the 
affected source and according to the 
applicable provisions in § 63.7(a)(2) as 
cited in Table 10 to this subpart. You 
must complete an initial tune-up by 
following the procedures described in 
§ 63.7540(a)(10)(i) through (vi) no later 
than 30 days after the re-start of the 
affected source and, if applicable, com-
plete the one-time energy assessment 
specified in Table 3 to this subpart, no 
later than the compliance date speci-
fied in § 63.7495. 

[78 FR 7164, Jan. 31, 2013] 

§ 63.7515 When must I conduct subse-
quent performance tests, fuel anal-
yses, or tune-ups? 

(a) You must conduct all applicable 
performance tests according to § 63.7520 
on an annual basis, except as specified 
in paragraphs (b) through (e), (g), and 
(h) of this section. Annual performance 
tests must be completed no more than 
13 months after the previous perform-
ance test, except as specified in para-
graphs (b) through (e), (g), and (h) of 
this section. 

(b) If your performance tests for a 
given pollutant for at least 2 consecu-

tive years show that your emissions 
are at or below 75 percent of the emis-
sion limit (or, in limited instances as 
specified in Tables 1 and 2 or 11 
through 13 to this subpart, at or below 
the emission limit) for the pollutant, 
and if there are no changes in the oper-
ation of the individual boiler or process 
heater or air pollution control equip-
ment that could increase emissions, 
you may choose to conduct perform-
ance tests for the pollutant every third 
year. Each such performance test must 
be conducted no more than 37 months 
after the previous performance test. If 
you elect to demonstrate compliance 
using emission averaging under 
§ 63.7522, you must continue to conduct 
performance tests annually. The re-
quirement to test at maximum chlo-
ride input level is waived unless the 
stack test is conducted for HCl. The re-
quirement to test at maximum mer-
cury input level is waived unless the 
stack test is conducted for mercury. 
The requirement to test at maximum 
TSM input level is waived unless the 
stack test is conducted for TSM. 

(c) If a performance test shows emis-
sions exceeded the emission limit or 75 
percent of the emission limit (as speci-
fied in Tables 1 and 2 or 11 through 13 
to this subpart) for a pollutant, you 
must conduct annual performance tests 
for that pollutant until all perform-
ance tests over a consecutive 2-year pe-
riod meet the required level (at or 
below 75 percent of the emission limit, 
as specified in Tables 1 and 2 or 11 
through 13 to this subpart). 

(d) If you are required to meet an ap-
plicable tune-up work practice stand-
ard, you must conduct an annual, bien-
nial, or 5-year performance tune-up ac-
cording to § 63.7540(a)(10), (11), or (12), 
respectively. Each annual tune-up 
specified in § 63.7540(a)(10) must be no 
more than 13 months after the previous 
tune-up. Each biennial tune-up speci-
fied in § 63.7540(a)(11) must be con-
ducted no more than 25 months after 
the previous tune-up. Each 5-year tune- 
up specified in § 63.7540(a)(12) must be 
conducted no more than 61 months 
after the previous tune-up. For a new 
or reconstructed affected source (as de-
fined in § 63.7490), the first annual, bien-
nial, or 5-year tune-up must be no later 
than 13 months, 25 months, or 61 
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months, respectively, after the initial 
startup of the new or reconstructed af-
fected source. 

(e) If you demonstrate compliance 
with the mercury, HCl, or TSM based 
on fuel analysis, you must conduct a 
monthly fuel analysis according to 
§ 63.7521 for each type of fuel burned 
that is subject to an emission limit in 
Tables 1, 2, or 11 through 13 to this sub-
part. You may comply with this 
monthly requirement by completing 
the fuel analysis any time within the 
calendar month as long as the analysis 
is separated from the previous analysis 
by at least 14 calendar days. If you 
burn a new type of fuel, you must con-
duct a fuel analysis before burning the 
new type of fuel in your boiler or proc-
ess heater. You must still meet all ap-
plicable continuous compliance re-
quirements in § 63.7540. If each of 12 
consecutive monthly fuel analyses 
demonstrates 75 percent or less of the 
compliance level, you may decrease the 
fuel analysis frequency to quarterly for 
that fuel. If any quarterly sample ex-
ceeds 75 percent of the compliance 
level or you begin burning a new type 
of fuel, you must return to monthly 
monitoring for that fuel, until 12 
months of fuel analyses are again less 
than 75 percent of the compliance 
level. 

(f) You must report the results of 
performance tests and the associated 
fuel analyses within 60 days after the 
completion of the performance tests. 
This report must also verify that the 
operating limits for each boiler or 
process heater have not changed or 
provide documentation of revised oper-
ating limits established according to 
§ 63.7530 and Table 7 to this subpart, as 
applicable. The reports for all subse-
quent performance tests must include 
all applicable information required in 
§ 63.7550. 

(g) For affected sources (as defined in 
§ 63.7490) that have not operated since 
the previous compliance demonstration 
and more than one year has passed 
since the previous compliance dem-
onstration, you must complete the sub-
sequent compliance demonstration, if 
subject to the emission limits in Ta-
bles 1, 2, or 11 through 13 to this sub-
part, no later than 180 days after the 
re-start of the affected source and ac-

cording to the applicable provisions in 
§ 63.7(a)(2) as cited in Table 10 to this 
subpart. You must complete a subse-
quent tune-up by following the proce-
dures described in § 63.7540(a)(10)(i) 
through (vi) and the schedule described 
in § 63.7540(a)(13) for units that are not 
operating at the time of their sched-
uled tune-up. 

(h) If your affected boiler or process 
heater is in the unit designed to burn 
light liquid subcategory and you com-
bust ultra low sulfur liquid fuel, you do 
not need to conduct further perform-
ance tests if the pollutants measured 
during the initial compliance perform-
ance tests meet the emission limits in 
Tables 1 or 2 of this subpart providing 
you demonstrate ongoing compliance 
with the emissions limits by moni-
toring and recording the type of fuel 
combusted on a monthly basis. If you 
intend to use a fuel other than ultra 
low sulfur liquid fuel, natural gas, re-
finery gas, or other gas 1 fuel, you 
must conduct new performance tests 
within 60 days of burning the new fuel 
type. 

(i) If you operate a CO CEMS that 
meets the Performance Specifications 
outlined in § 63.7525(a)(3) of this subpart 
to demonstrate compliance with the 
applicable alternative CO CEMS emis-
sion standard listed in Tables 1, 2, or 11 
through 13 to this subpart, you are not 
required to conduct CO performance 
tests and are not subject to the oxygen 
concentration operating limit require-
ment specified in § 63.7510(a). 

[78 FR 7165, Jan. 31, 2013] 

§ 63.7520 What stack tests and proce-
dures must I use? 

(a) You must conduct all perform-
ance tests according to § 63.7(c), (d), (f), 
and (h). You must also develop a site- 
specific stack test plan according to 
the requirements in § 63.7(c). You shall 
conduct all performance tests under 
such conditions as the Administrator 
specifies to you based on the represent-
ative performance of each boiler or 
process heater for the period being 
tested. Upon request, you shall make 
available to the Administrator such 
records as may be necessary to deter-
mine the conditions of the performance 
tests. 

VerDate Sep<11>2014 13:42 Oct 28, 2014 Jkt 232162 PO 00000 Frm 00149 Fmt 8010 Sfmt 8010 Y:\SGML\232162.XXX 232162w
re

ie
r-

av
ile

s 
on

 D
S

K
5T

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2015-08-11T10:35:38-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




